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ITEM 
(reference 

Table 1 
Item 

Number) 

Location Cylinder 
Size/Type 

 
 

DESCRIPTION 

Daily Calibrations 
(D)/Linearities (L) 

9 Decker 30AL 

EPA RATA: 
5% CO2, 

25 ppm NO 
Bal. N2 

D&L 

10 Decker 30AL 

EPA RATA: 
11% CO2 

55 ppm NO 
Bal. N2 

D&L 

10 Decker 30AL 

EPA RATA: 
18% CO2 

90 ppm NO 
Bal. N2 

D&L 

7 Decker 
Steel 

Size 44 
(44) 

ACUBLEND WORKING 
2% Oxygen 

Bal. N2 

 

15 Decker 

Steel 
size 44 

(44) 
 

CERTIFIED MASTER: 
800 ppm CO 
800 ppm, H2 
7% Oxygen 
2% Methane 

Bal N2, 

 

 

16 Decker 
Steel 

size 110 
(110) 

CERTIFIED MASTER: 
2.5% N2 
2% CO2 

3.5%Ethane 
1% N-Butane 

0.25% Isopentane 
0.25% N-Pentane 

2% Propane, 
1% Isobutane, 

0.15% N-Hexane 
0.05% 2,3 Dimethylbutane 

Bal. Methane 

 

17 Decker 
Steel 

size 110 
(110) 

CERTIFIED MASTER: 
2.5% N2 
1% CO2 

5% Ethane 
1% Propane 

0.3% Isobutane 
0.3% N-Butane 

0.10% Isopentane, 
0.10% N-Pentane 
0.03% N-Hexane 
1% Neopentane 
Bal. Methane 

 

 

1 Decker Steel Zero Helium  
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Alphagaz 
size 49 

(49) 

(Zero Gas Grade) 
 

18 Decker 

Calgaz size 
7HP 

34 liters 
(disposable

) 

2.5% Methane 
Balance Air 

50% LEL +/-2% 

 

8 Sand Hill 30AL 
Valve 590 

EPA RATA: 
22.5% Oxygen 

Balance N2 
 

D&L 

3 Sand Hill 
30AL 

Valve 660 
 

EPA RATA: 
9 ppm NO 
Balance N2 

D 

5 Sand Hill 
30AL 

Valve 660 
 

EPA RATA: 
90 ppm NO 

Balance Nitrogen 
Cylinder volume 141 

cubic feet 
Valve 660 

D&L 

4 Sand Hill 

30AL 
Aluminum 
Valve 660 

 

EPA RATA: 
25 ppm NO 

Balance Nitrogen 
 

L 

5 Sand Hill 
30AL 

Valve 660 
 

EPA RATA: 
55 ppm NO 

Balance Nitrogen 
 

L 

6 Sand Hill 
30AL 
590 

 

EPA RATA: 
6.0% Oxygen 

Balance Nitrogen 
 

L 

6 Sand Hill 
30AL 

Valve 590 
 

EPA RATA: 
13.5% Oxygen 

Balance Nitrogen 
 

L 

2 Sand Hill 
30AL 

Valve 660 
 

EPA RATA: 
990 ppm CO 

Balance Nitrogen 
 

D 

14 Sand Hill 30AL 
Valve 590 

EPA RATA: 
550 ppm CO 
13.5% O2/ 

Balance Nitrogen 
 

D&L 

14 Sand Hill 30AL 
Valve 590 

EPA RATA: 
252 ppm CO 

6.5% O2/ 
Balance Nitrogen 

 

L 

6 Sand Hill 
30AL 

Valve 660 
 

EPA RATA: 
110 ppm NO 

Balance Nitrogen 
 

L 

6 Sand Hill 30AL 
Valve 660 

EPA RATA: 
180 ppm NO 

D&L 
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Balance Nitrogen 
 

13 Sand Hill 30AL 
Valve 660 

EPA RATA: 
17 ppm CO 
5.5 ppm NO 

Balance Nitrogen 
 

D 

12 Sand Hill 30AL 
Valve 660 

EPA RATA: 
7.5 ppm CO 
2.5 ppm NO 

Balance Nitrogen 
 

L 

13 Sand Hill 30AL 
Valve 660 

EPA RATA: 
27 ppm CO 
9 ppm NO 

Balance Nitrogen 
 

D 

16 Sand Hill 
Steel 

size 110 
(110) 

CHROMATOGRAPH 
CALIBRATION GAS: 

2.5% N2;  2% CO2; 3.5% Ethane; 
1.0% N-Butane;0.25% 

Isopentane, 
0.25% N-Pentane;2.0% Propane 

1.0 % Isobutane;0.15% N-Hexane 
0.04% 2,3 Dimethylbutane 

Bal. Methane 

 

 


