
MATERIAL SPECIFICATION

Coarse aggregates shall be composed of sound and durable particles of uncrushed
gravel, crushed stone or crushed slag; free from frozen material or injurious amounts
of salt, alkali, vegetable matter or other objectionable material either free or as an
adherent coating, It shall not contain more than .025 percent of weight of clay lumps,
nor more than 1,0 percent by weight of shale nor more than 5 percent by weight of
laminated and or friable particles when tested in accordance with TXDOT Test
Method Tex-413-A. It shall have a wear of not more than 35 percent when in
accordance with TXDOT Test method TEX Method TEX-410-A.

Unless otherwise indicated, coarse aggregate shall be subjected to 5 cycles of the
soundness test conforming to TXDOT Test Method TEX-411-A. The loss shall not
be greater than 12 percent when sodium sulfate is used or 18 percent when
magnesium sulfate is used.

Coarse aggregate shall be sufficiently washed to produce a clean, dust free surface,
The Loss by Decantation (TXDOT Test Method TEX-406-A), plus allowable weight
of clay lumps, shall not exceed 1 percent.

Texas Department of Transportation Standard Specifications for Construction of
Highways, Streets and Bridges Aggregate Type C (gravel, crushed slag or crushed
stone) shall be 3/4" to 1-1/2" in accordance with the gradation requirements given in
Table 1.

Table 1: Gradation Requirements
Percentage(%) of

Sieve Size Materials Retained
2" 0

1-112" 0-10
I" 45-80

314" 85-100
3/8" 95-100
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