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SECTION

— CLASS A CONCRETE

— POLYPROPYLENE FIBRILLATED FIBERS, OR

180 mm X 150 mm X MWZ9 X MWS9

(8" X 8" X Wi.4 X W1.4) WELDED WIRE FABRIC
OR ONE LAYER-1OM (=3) BARS PLACED NOT
MORE THAN 450 mm (18"} C.C. BOTH
BDIRECTIONS.

REINFORCEMENT SHALL ACCURATELY PLACED AT
SLAB MID-DEPTH AND HELD FIRMLY IN PLACE BY
MEANS OF BAR SUPPORTS OF ADEQUATE
STRENGTH AND NUMBER THAT WILL PREVENT
DISPLACEMENT AND KEEP THE STEEL AT ITS
PROPER POSITION DURING THE PLACEMENT OF
THE P.C. CONCRETE. IN NO INSTANCE SHALL THE
STEEL BE PLACED DIRECTLY ON THE SUBGRADE
QR SAND CUSHION LAYER.
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ATTACHMENT 3

600 mm (24"
13 mm (/") DIA. SMOOTH DOWEL

400 mm 16"

DOWEL COATING -
CLOSED END
DOWEL SLEEVE TO FIT —
DOWEL AND BE SECURED
TO DOWEL ROD SUPPORT
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SUPPORT 13 mm (/o™
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DOWEL DETAIL
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ATTACHMENT 3

PIPE SLEEVE, SCH 40 PVC,

MIN. 100 mm (4", MAX. 250 mm (10")
EXTEND A MINIMUM OF

150 mm {(B") FROM

EACH EDGE OF SIDEWALK

UTILITY SERVICE LINE—>

' PROPERTY LINE

/— SIDEWALK

— —— — — e e —

EXP ANSION— e—E XP ANSION
JOINT JOINT

T

5 m (5'-0") MIN.

0 uTILITY MAN

SIDEWALK OVER UTILITY SERVICE LINE PLAN

EXPANSION JOINT

(TYP. BOTH SIDES) —— 100 mm (4'') MIN.
CONCRETE SIDEWALK
\
T e ——
VARIES
l ' L— 50 mm (2"

SAND CUSHION

UTILITY SERVICE LINE
PIPE SLEEVE

SECTION OF SIDEWALK OVER
UTILITY SERVICE LINES
NOTES:

1. THIS STANDARD APPLIES TO THE INSTALLATION OF NEW UTILITIES OR UTILITIES BEING
REPLACED BY A NEW LINE.
2.NO JOINTS IN UTILITY SERVICE PIPE TO BE LOCATED INSIDE PVC PIPE SLEEVE.
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