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1.  APPLICABLE SPECIFICATIONS 
 
1.1.   Selling dealer shall be responsible for having complied with all Federal and State of Texas standards, 

regulations, and laws concerning this type of equipment, applicable and effective on the date of 
manufacture, including safety, noise, and emission control standards as applies to both private 
industry  and governmental agencies. This also includes compliance with applicable OSHA 
requirements. 
 

2.  FUNCTIONAL, PERFORMANCE, AND MATERIAL REQUIREMENTS  
 
NOTE: Stated requirements are minimums. Equipment that exceeds these in quality and/or size and 
capacity will be acceptable unless otherwise stated. Buyer’s approval is required for any item proposed as 
equal. Item shall be fully described so the Buyer may determine if the item proposed is equal to, or exceeds 
the specified item in every detail. 
 
2.1.   Design - Motorcycle shall be a two-wheel unit equipped and certified for use as a police patrol unit, 

and provide functionally compatible systems as required by these specifications. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.2.   Make and Model - Shall be a BMW Model R1200RT-P. NO EXCEPTIONS  
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.3.   Engine - Four stroke, fuel injected, and air/liquid cooled, with overhead valves. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 
2.3.1.      Displacement - 1170 cc. 

 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.3.2.      Air Cleaner - Dry type. 
 
Comply (    ) / Comments_________________________________________________________________________________ 

 
2.3.3.     Cooling System- Shall be liquid cooled and be equipped with a thermostat-controlled radiator 

cooling fan 
 
      Comply (    ) / Comments_________________________________________________________________________________ 

 
2.4.   Wheelbase - 58.5 inches. 

 
Comply (    ) / Comments___________________________________________________________________________________________ 

 
2.5.   Transmission - 6-speed constant mesh manual type, with a neutral signal light on instrument cluster.  

                 Self-energizing wet clutch, 8-plates, hydraulic self-adjusting with safety knobbed left hand control is     
              required. 
 
                   Comply (    ) / Comments___________________________________________________________________________________________ 
 
     2.6.   Drive - Shaft drive with integral torsion damper, std. ABS and traction control.  
 
                    Comply (    ) / Comments___________________________________________________________________________________________ 
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 2.7.   Electrical System  
 

              2.7.1.     Alternator - Three-phase alternator 540 W w/auxiliary battery and power management via   
                             BCa. 
 
                                        Comply (    ) /Comments______________________________________________________________________________ 
 

 2.7.2.     Batteries - Shall have two (2) heavy duty batteries with adequate ampere hour capacity to 
support the following: 
 
  Comply (    ) / Comments_____________________________________________________________________________ 
 
 2.7.2.1.    All running lights, emergency lights, radio, and electronic siren, operating 

simultaneously, with the engine running. 
 
Comply (    ) / Comments______________________________________________________________________ 
 

 2.7.2.2.   Tail lights, red ID lights, rear flashers, and rear emergency lights, operating 
simultaneously, for a minimum of 30 minutes with the engine off, and permit re- 
starting of engine with electric starter. 
 
Comply (    ) / Comments______________________________________________________________________ 
 

 2.7.2.3.   Starter - Shall be 12 volt, heavy duty electric with neutral safety switch which will 
prevent the engine from starting with transmission in gear, or with the clutch 
engaged. 
 
Comply (    ) / Comments______________________________________________________________________ 
 

 2.7.2.4.   Horn - Heavy duty, all weather type, which may be integrated with siren. 
 
Comply (    ) / Comments______________________________________________________________________ 
 

2.7.3.      Battery Tender/Charger - Shall be of adequate capacity to maintain a charge in the 
              batteries when the motorcycle is parked for an extended period of time.  

 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.8.   Brakes - Shall have hydraulically controlled anti-lock disc brakes front and rear. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.9.   Fuel Tank - Shall have a minimum capacity of 6.6 U.S. gallons, which includes a 1 U.S. gallon 
reserve. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.10. Handlebars - Shall be two-piece cast alloy with black handgrips. There shall be a rear view mirror 
attached to each side of the fairing. Unit shall have standard handlebar risers. Handgrips shall be 
heated, with Hi/Lo settings.  
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

         2.10.1     Push to Talk Controller Bracket- Shall have bracket installed 
 
                        Comply (    ) / Comments_________________________________________________________________________________ 
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2.11. Suspension System - BMW Telelever (front), BMW Paralever (rear) systems with front and rear 
shock absorbers designed for heavy duty police service shall be provided. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.12. Rims and Tires - The rims shall be cast aluminum, designed to retain a deflated tire and must be 
compatible with the required high quality tubeless tires. Tires shall be 120/70ZR 17 front and 
180/55ZR 17 rear. To prevent weaving on highway rain grooves, the front tire shall not have a straight 
tread design. The rim and tire assemblies will be statically and dynamically balanced.  
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.13. Seat - Will be height-adjustable deluxe police model, with sponge rubber or neoprene cushion, 
covered with black heavy duty non-porous vinyl. The material shall breathe, and have no fringe. Unit 
seat shall be heated, with Hi/Lo settings.  
 
Comply (    ) / Comments___________________________________________________________________________________________  
 

2.14. Windshield - Shall be a fairing-mounted and adjustable Plexiglas or Lexan windshield.  
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.15. Safety Bars - Shall be heavy duty, mounted front and rear. Bars shall be no wider than necessary to 
protect the saddlebags. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.16. Stand - Heavy duty locking side stand, designed and mounted to prevent folding while the weight of 
the motorcycle is on the stand, shall be furnished. The sidestand should not rub or vibrate against any 
part of the motorcycle. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.17. Instruments  
 
2.17.1.   Speedometer - Police special, calibrated 0-120 MPH. 

 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.17.2.   Low oil pressure light. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.17.3.   Neutral gear light. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.17.4.   Turn signals. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.17.5.   Rear flashers. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.17.6.   Pursuit light.  Required. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
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2.18. Footrests - Shall be mounted to provide maximum rider comfort. Must be rubber covered and fold 
upon contact with ground. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.19. Siren – Twin speaker electronic type with at least 120 dB output, shall produce electronic tones wail, 
yelp, hyper-yelp, and air horn. Siren must be wired to operate only when the ignition switch and kill 
switch are on. Siren will be wired to draw no more than one amp from the ignition wiring. Siren shall 
be PA equipped. 
 
Comply (    ) / Comments__________________________________________________________________________________________   
 

2.20. Controls - All controls, shall be mounted near the handgrips to allow easy control while hands remain 
on the grips.  
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.21. Emergency Lighting System (LED) – Code 3 LED system must provide highly visible LED lighting to 
the front, sides, and rear, with alternating flash pattern.  
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 
2.21.1.   Lights shall be mounted without modification to the unit.  

 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.21.2.   Lights shall be sealed to keep out moisture and dust. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.21.3.   Emergency lights shall not draw more than 12 amps. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.21.4.   Handlebar mounted controls shall allow on/off of rear lights alone, and on/off of front and 
rear lights. These controls shall be within easy reach of the handgrips. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.21.5.   Front LED Lights - Shall be Code 3 multi-directional LED light pod with red mounted on the 
left side of the rider, and the blue mounted on the right.  
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.21.6.   Rear Mounted Lights - Two Code 3 Exterior Optix LED with red LED’s on the left side, and 
two blue LED’s on the right side, shall be mounted on the rear of the motorcycle to the rear 
of the saddlebags and/or slightly above them.  
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.21.7.   Side Lights - A Code 3 Optix LED assembly with clear LED’s shall be mounted to the side of 
the motorcycle.  
 
Comply (    ) / Comments_________________________________________________________________________________ 

 
2.21.8.   Rear Emergency Light Pod - Shall be equipped with Code 3 / BMW radio box light pod. It 

shall be equipped with three red Code 3 Optix LED lights, three blue Code 3 Optix LED 
lights, and two amber Code 3 turn signal lights. (or OEM Factory equivalent options) 
 
Comply (    ) / Comments_________________________________________________________________________________ 
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2.21.9. Rear ID Lights - Red required. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.22. Headlight - Quartz-Halogen type, 55 watt low beam, 60 watt high beam. A Velcro-attached Lexan 
headlight cover shall be furnished. 

 
             Comply (    ) / Comments___________________________________________________________________________________________ 

 
2.23. Saddlebags - Two metal, fiberglass, or plastic saddlebags, at least 9 inches high, shall be mounted, 

one each side at the rear of the motorcycle, and shall be equipped with LED lights focused to 
illuminate the interior of the saddlebags when open. Keys and locks shall be furnished. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.24. Radar Mounts - A lockable mount for the Kustom-Talon radar shall be mounted to the left engine 
guard. A lockable mount for the LTI 20/20 Lidar Gun shall be mounted on the right engine guard. 
 
Comply (    ) / 
Comments___________________________________________________________________________________________ 
 

2.25. Auxiliary Power Plug (cigarette type) - Shall be installed in the fairing, close to the siren amplifier. It  
         shall be wired and fused to the battery. 
 
             Comply (    ) / Comments___________________________________________________________________________________________ 
 
2.26. Paint  

 
2.26.1.   Shall be standard BMW black and white police design. 

 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.27.2.   The saddlebags shall be constructed of black ABS plastic. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.28.3.   Accent pin striping of alternate black or white is acceptable. 
 
Comply (    ) / Comments_________________________________________________________________________________ 
 

2.27. Keys - Three sets of keys will be furnished for each motorcycle and saddlebag at time of delivery. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

2.28. Lighted License Plate Holder - Required. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

3.  Manufacturer’s Statement of Origin (MSO) and Invoicing - An MSO and an original invoice to the unit(s) 
shall be provided at the time of delivery for each unit supplied. Unit(s) will not be accepted without these 
documents. NO EXCEPTIONS. 
 

4.  Manuals - Concurrent with delivery of equipment ordered, the items listed below shall be supplied for each 
different type and size of vehicle, body, or item of equipment supplied. This includes the basic item as well 
as all accessory equipment installed. All of these manuals must be current, and must be furnished with the 
item(s) being delivered. Final and complete acceptance will not be made until all items listed are supplied, 
however, if the item is partially accepted, 5% of the unit bid price, but not less than $500.00, will be withheld 
until all items bid are received. 
 
4.1.   Operator’s Manuals - Required - One (1) copy of manufacturer’s standard operator’s manual.  

 
Comply (    ) / Comments___________________________________________________________________________________________ 
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4.2. Parts Manuals - Required - One (1) copy of manufacturer’s standard parts manual. 
 
         Comply (    ) / Comments___________________________________________________________________________________________ 
 
4.3.   Maintenance and Overhaul (Shop) Manuals - Required - One (1) copy shall be provided. This manual 

shall provide complete lubricating and servicing instructions normally not expected of the operator, 
plus complete maintenance and overhaul instructions required for shop disassembly, inspection, 
repair, rework, testing, and reinstallation, and shall provide information on limits, tolerances, and 
torque values. Normally, this shall also include fully illustrated parts break-downs for all parts and 
components. Complete detailed schematics, drawings, and blueprints for all air, electrical, and 
hydraulic systems are required. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

5.  Training Requirements 
 
5.1.   Operator Training - Required - Shall be conducted by qualified instructors, for personnel assigned to 

operate this equipment. Such training shall be designed to instruct qualified City personnel in proper 
operating techniques and operator level maintenance, such as daily lubrication, inspections, fluid 
checks, adjustments, etc. The duration and type of operator training required may vary according to 
the type and complexity of the item specified. However, normally a briefing at the unit delivered, by a 
person fully qualified to operate that particular model machine, should suffice. Please state the 
duration and type of training to be conducted. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

5.2.   Limited Maintenance Training - Required - This training shall be conducted by a factory service 
representative, maintenance technician, or sales person that is fully qualified and thoroughly familiar 
with the equipment being purchased, for automotive or heavy equipment mechanics assigned to 
maintain this equipment. Emphasis shall be on proper servicing and lubrication procedures, 
preventive maintenance, inspection, troubleshooting, disassembly, repair, and reassembly of major 
components of the unit supplied. The duration and type of training may vary according to the 
complexity of the equipment, and the familiarity of City personnel with such equipment. This training 
shall consist of a briefing of the equipment, and shall include a question and answer period. State 
exactly how the training will be accomplished, by whom, and estimated duration. 
 
Comply (    ) / Comments___________________________________________________________________________________________ 
 

6.  SAMPLES, INSPECTION, AND TEST REQUIREMENTS 
 
6.1.   Each unit shall be completely assembled, adjusted, serviced, clean, and ready for continuous heavy 

duty service.  Servicing shall include, but not be limited to, complete lubrication and a 50/50 mix of 
anti-freeze and water in the cooling system, if applicable. Servicing, adjustment, assembly, etc., shall 
be to the satisfaction of the City of Austin. 
 

6.2.   In addition, a thorough condition and specification compliance inspection shall be conducted by the 
supplier on each unit prior to delivery. 
 

6.3.   Upon receipt, each unit shall be inspected for condition and specification compliance by a City 
representative, prior to acceptance. If a unit is rejected for any reason, the selling dealer shall be 
required to pick up the unit at the point of delivery, accomplish necessary repairs, and return the unit 
to the original point of delivery. If desired, and if space is available, the repairs may be accomplished 
on City property. This will be at the discretion of the City of Austin. 
 

6.4.   All requests for approval of changes to the specification after construction has begun shall be directed 
only to the Manager of Fleet Acquisition. 
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6.5.   All materials and workmanship, including those things not specifically covered in this specification, 
shall conform to the character of the equipment, and purpose for which it is intended.  Work shall be 
professionally and skillfully accomplished in accordance with the best trade customs and profess- 
ional standards of work, as generally recognized by trade standards. 
 

7.  OTHER REQUIREMENTS 
 
7.1. Service Requirements 

 
7.1.1.     Routine Service Calls and Inspections - State the number and frequency of routine service 

calls and equipment inspections to be conducted free of charge. 
 
________________________________________________________________________ 
 

7.1.2.     On-Call Maintenance Consultation Service - State the length of time maintenance 
consultation visits by a fully qualified service representative will be available on an on-call 
basis and the response time. Include the charge for each visit, if any. 
 
________________________________________________________________________ 

 
7.1.3.     Spare Parts Service - State the location where a stock of standard parts for this unit will be 

maintained and the time required for delivery to Austin. Include a statement as to whether 
the City of Austin will be required to pay shipping charges when parts are ordered after the 
warranty period and discount from list price on parts, if any.  
 
________________________________________________________________________ 
 
________________________________________________________________________ 
 
________________________________________________________________________ 
 

7.1.4.     Responsible person and alternate to be contacted for service (including warranty service), 
parts, consultation, literature, etc. Furnish telephone numbers, hours, and mailing address. 
 
________________________________________________________________________ 
 
________________________________________________________________________ 
 
________________________________________________________________________ 
 

7.1.5.     Repair Service - State response time, during and after the warranty, when notified of a 
requirement for service. 
 
________________________________________________________________________ 
 

7.1.6.     Service bulletins and changes to published manuals, including all literature concerning future 
modifications to the unit specified, are required. Three (3) copies of each are required. 
These items shall be furnished to ensure manuals are current and shall continue to be 
supplied, whenever published, for the life of the unit beginning at the date of delivery. 
 

7.2.   Literature Requirements - Manufacturer’s descriptive literature and drawings are required with each 
bid submitted. 
 

7.3.   Delivery Requirements - Each unit shall be delivered to a place in Austin, Texas, designated by the 
City of Austin. The vendor shall notify the City before making delivery. Delivery includes off-loading. 
Note: The City does not have an off-loading ramp or equipment such as forklifts, cranes, etc., 
available for off-loading of new equipment. 
 

7.4.   Special Requirements - This unit shall be delivered complete, and shall meet the State of Texas 
vehicle safety inspection requirements pertaining to this unit. A Texas inspection sticker must be 
furnished on units requiring them. 
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7.4.1.     Each unit shall be the latest (current) model in production at time of delivery and shall be the 
standard production model offered to commercial industry of new manufacture, including all 
parts, components, and accessory items. 
 

7.4.2.     It is the intention of these specifications to require a complete unit of the type described, 
delivered and ready for full operation. All items omitted from the specifications, which are 
clearly necessary for the complete operation of this vehicle or item of equipment, shall be 
considered a requirement, although not directly specified or called for in the specifications. 
 

7.4.3.     The term “heavy duty”, as used in these specifications, shall mean that the item to which the 
term is applied, shall exceed the usual quantity, quality, or capacity supplied with standard 
production models, and it shall be able to withstand unusual strain, exposure, temperature, 
wear, and use. 
 

7.4.4.     Each unit supplied shall have component parts necessary to give maximum performance, 
service life, and safety, and not merely meet the minimum requirements of the 
specifications. 
 

7.4.5.     Demonstration of Proposed Unit(s) - The City reserves the right to require a demonstration 
unit supplied for at least five work days for evaluation purposes prior to making a final 
purchase recommendation to City Council. The purpose of such a demonstration is to assist 
in deciding if the units to be provided meet all aspects of the specification; therefore, the 
demonstration unit should be representative of the item(s) bid. Failure to provide a 
demonstrator when requested could result in rejection of bid. 
 

7.5. Warranty Requirements - Bidder is in agreement with the City’s warranty terms as stated in 
referenced Section 0300 Standard Purchase Terms and Conditions, paragraph 21. 
 
       Please mark the appropriate line and sign below.  _____Yes     _____No 
 
 
 
 
 
 
        _______________________________ 
                      Authorized Signature  
 
 
 
 
 
 

  
     

 
 
 
 

 


