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Site Contact Personnel


Holly Street Power Station







  Phone

   Pager


Station Manager



Basheer Mohamed, P.E.


505-7801
802-2472


Station Engineer


Hunt Armistead, P.E.


505-7810




Maintenance Superintendents


Bobby Gosey



505-7803
802-2104


Operations Superintendent





Calvin LaVerne



505-7805
802-2132




Field Safety Specialist


Sam Garcia



322-6474
848-9980




Station Electrical/Instrument Supervisor


 




505-7875




Site Environmental Coordinator


Mark Whiting



505-7804
802-2024


Administrative Office


Brenda Gustafson



505-7800/7806




Control Room (24 hour staff)

505-7855/7860



Decker Creek Power Station







  Phone

   Pager


Station Manager


Tim Moore, P.E.



505-7304
802-2457


Station Engineer


Mike Davey, P.E.



505-7319
802-2479



Maintenance Superintendent


Lee Lewis



505-7345
802-2462


Operations Superintendent





James Earley



505-7375
802-2363


Field Safety Specialist


Sam Garcia



322-6474
844-0655


Station Instrument/Electrical Supervisor

Vance Zimmerman


505-7333
802-2452



Site Environmental Coordinator


Mark Whiting



505-7433
802-2024



Administrative Office


LaShawn Jordan



505-7300/7306




Control Room (24 hour staff)

505-7425/7426



Sandhill Energy Center







  Phone

   Pager


Station Manager


John Wester



972-9402
802-2849



Station Engineer


Laura Lee Franks.


972-9403
802-2470



Administrative Office


Chery Martinets



972-9401




Field Safety Specialist


Sam Garcia



322-6474
848-9980



Site Environmental Coordinator


Mark Whiting



505-7354
802-2024


Control Room (24 hour staff)

632-9864

GENERAL

The Contractor shall comply with the requirements of this document unless otherwise directed in the body of the specification or contract to which it is attached.

The Contractor shall comply with all station rules and regulations, including but not limited, to the following:

· Holly Station’s access is via Holly Street (East).

· Decker Station’s access is via Decker Lane (FM 3177).

· Sand Hill Energy Center access is via Fallwell Lane, 

· Contractors will be required to sign in with the Security Guard and the main office daily.

· All vehicles weighing in excess of 25,000 pounds MUST use the north access gate #3, at the Decker Plant.  The Contractor shall first contact the Security Guard at the main gate, sign in, and then proceed to the north gate for plant access.

· All Contractors shall enter the Holly Street Station via the main access at the security shack on Holly Street.

· All site office trailers shall be clearly marked and identified with the Contractor’s Company name.

· Smoking by personnel within the station and buildings is NOT permitted by City Ordinance.  ALL smoking will be done outdoors and at ground level in designated smoking areas only.  Smoking areas shall be kept clean.

· The chewing of tobacco/tobacco products is restricted by station policy.  There will be NO spitting on floors, in drains, in sinks, on elevators, through gratings, or in trash cans.

· Alcohol, drugs, and firearms are strictly FORBIDDEN at both stations.

· Contractors shall provide all tools and supplies necessary to successfully complete the contracted job.  Contractors shall NOT borrow COA tools, equipment, or personal protective equipment unless specifically allowed in the work contract or approved by the Plant Maintenance Superintendent or others designated by the Plant Manager.  This will include fork trucks, boom trucks, mobile or overhead cranes, etc.

· Both Holly and Decker plants contain lead paint and asbestos insulation.  The Contractor shall not disturb lead paint or asbestos insulation unless remediation of such material is specifically included in the Contractor’s contract.  The Contractor shall assume all paint is lead and all thermal insulation contains asbestos unless otherwise notified.

SAFETY
Codes and Standards

The Contractor shall comply with all federal, state and local laws, and all standards, rules, administrative agency regulations and orders issued pursuant to such laws and regulations, including but not limited, to the following:

· Occupational Safety and Health Administration (OSHA) Code of Federal Regulations, (CFR) title 29, U.S. Department of Labor

· N.F.P.A. 70, National Electric Code 1996

· Environmental Protection Agency (EPA)

· Texas Department of Health (TDH)

· Texas Natural Resource Conservation Commission (TNRCC)

Safety Orientation
Every individual must attend a City of Austin (COA), station specific safety orientation before they will be allowed to work.  This orientation will take 30 to 45 minutes.  Arrangements for the orientation can be made by contacting the COA Project Manager who will arrange for a time with the Plant Administration Office.  This orientation is required of all contractor personnel on an annual basis.

A language interpreter shall be supplied by the Contractor, if necessary, for the safety orientation.  All contract employees must have a valid social security number or work permit.

Any Contractor’s employee injured in the course of his/her work shall immediately report the injury to the Station Safety Specialist, Contractor Liaison, or the COA Project Manager.  The Contractor shall provide a copy of their written accident reports, including his/her written investigation report, to the Site Safety Specialist within 24 hours of the incident.

Specific Safety Rules

The Station Safety Manual covers the rules for lock-out and tag-out, confined spaces and electrical safe work practices.  These rules shall be adhered to at all times.  Some of the site safety rules exceed those required by OSHA and the Contractor will need to contact the COA Project Manager or the Field Safety Specialist to find what is expected under the Site Safety Program.  All other rules as they apply will also be adhered to at all times (for example, fall protection, respiratory protection, scaffolding, and trenching, etc.)

The Contractor shall maintain a log of all locks placed on COA equipment.  The log shall identify the person placing the lock, the date lock was hung, where it was hung, date of removal, and signature of person removing the lock.

Respiratory Protection
If the Contractor will have employees working in an atmosphere which will require the use of a respirator.   Then the Contractor must provide documentation of training for his employees in a Respiratory Training Program that meets OSHA requirements for such program.  The Contractor is responsible for selecting the correct respirator for the atmosphere in which work is to be performed.

If a Self Contained Breathing Apparatus (SCBA) is to be worn., then the Contractor must provide documentation of the employees training with this device in addition to his documentation certifying training in a respirator training program meeting OSHA requirements.

Documentation shall be provided to the Project Manager who will file originals and forward copies to the safety specialist.

Confined Spaces
The Contractor must provide documentation of Confined Space Training for their employees who will be entering a confined space.  The Contractor must have their own OSHA compliant Confined Space Entry Program and must provide a copy of this program to the Project Manager or Field Safety Specialist prior to beginning work in a confined space.  The Contractor will be responsible for their own air monitoring for their employees.  The site will provide a Subject Matter Expert (SME) to assist in any hazards evaluations which need to be performed prior to entry into a confined space.  Site personnel will reserve the right to periodically monitor atmospheric conditions in the confined space whenever Contract Personnel are working in such a space.  Site personnel shall stop Contractor work in a confined space when atmospheric conditions or any other hazards are identified which were not addressed in the Entry Permit for that space.  Work will not be allowed to resume until the hazardous condition(s) has been resolved to the satisfaction of site personnel.

Documentation shall be provided to Project Manager who will forward copies to the Field Safety Specialist.


Equipment Operators


The Contractor shall provide documentation certifying that all of their equipment operators have been properly trained for the piece of equipment they are operating.  This includes but is not limited to; Fork Truck Operators, Mobile Crane Operators, Overhead Crane Operators, etc.

Documentation shall be provided to the Project Manager who will forward it to the Site Safety Specialist


Material Safety Data Sheets

The Contractor shall provide MSDS’s to the Station Safety and Environmental Officers for all chemical products that are to be brought into the plant, before they are brought on site.

WORK PRACTICES
Work Hours
Normal station working hours is Monday through Friday, 7:30 a.m. until 4:00 p.m. at Holly and 7:00 a.m. until 3:30 p.m. at Decker and Sand Hill.  If a Contractor plans to work hours other than these, the COA Project Manager must be notified.  This request will be forwarded to the Station Manager for approval.


Housekeeping
The Contractor shall be responsible for daily cleaning of their work areas.  All trash will be placed in proper receptacles.  All areas swept as necessary, prior to the end of the workday.

Damage to Existing Property
The Contractor shall take all precautions in order to protect existing buildings and grounds from injury and damage of whatever nature arising from any of the Contractor’s operations at the site.  If damage is incurred, the Contractor shall make all necessary repairs or replacements without additional cost to the owner.

All areas of the station site assigned to the Contractor for their use shall be left clean.  All grassy/dirt areas used for lay down and/or parking shall be left smooth and re-seeded as necessary, prior to demobilization.


FACILITIES

Compressed Air

Service air at 90 psig is available on the boiler structures and in the turbine generator building.  The Contractor needing in excess of 50 SCFM shall provide their own compressors.


The Contractor shall provide all hoses, connections and safety clips necessary to connect existing service air connections.


Electrical Power


120V/480V power is available upon request.  Station electricians will need three (3) days notice to route and connect power to a single point for the Contractor’s use.  Request for electrical connection shall be made through the COA Project Manager.   Station electricians will also disconnect this service at the end of the contract, following the same procedure.


Water

Service (non-potable) water is available at various locations around the plant.  The Contractor shall be responsible for connecting and routing necessary extensions.  The Contractor shall provide all hoses/pipes, as needed for their use.


The Contractor shall provide their own drinking water.


Toilet Facilities

If the Contractor has ten (10) or fewer employees on site at any one time, then the station facilities may be used, so long as they are kept clean.   If station staff finds that a Contractor’s employee is leaving the facilities unnecessarily dirty, the Contractor will be required to furnish their own facilities, as will any Contractor with eleven (11) or more employees.


Contractors with ten (10) or fewer employees on site will be allowed to use the Station’s lunch room and kitchen facilities. (Decker Station Only).  Those with eleven (11) or more, or those working at Holly Station or Sand Hill will need to make provisions for their personnel. This will include Sub-Contractors to prime Contractor.


Roadways and Parking

Parking space is in short supply at all facilities.


Passenger cars and light trucks ONLY will be allowed in the designated parking lot.  All heavy trucks and equipment will have parking assigned prior to arrival.


The Contractor shall only use roads and parking areas within the plant area as assigned by the COA Project Manager.  The Contractor shall thoroughly investigate all existing entry, exit, and roadways to ensure there is adequate accessibility.


The Contractor shall make all their employees aware of the 15-mph maximum speed limit within all Stations.


Storage and Temporary Buildings
All storage and temporary buildings/office trailers required by Contractors shall be erected/placed by the Contractor at their own expense, with approval of the COA Project Manager and shall be removed at the termination of their usefulness or termination of the job, without cost to the COA.  

Outdoor space for storage of materials (laydown area) will be available to the Contractor in location, as may be agreed upon between COA Project Manager and Contractor.  This area will be kept clean and in an orderly fashion. All excess materials shall be removed from the site by the Contractor prior to demobilization.


Trash and Waste Material
Small volumes of non-regulated, non-hazardous trash may be disposed of in the existing trash dumpsters with approval of the Project Manager and Plant Management.  Collection and disposal of large volumes of Contractor-generated trash shall be the responsibility of the Contractor and must be coordinated through the Station Environmental Coordinator without additional chargers to the COA. 

Oily rags shall be deposited in designated and approved oil rag drums.  Approval shall be obtained through the Site Environmental Coordinator.

All used aerosol cans shall be punctured at facilities provided by each Station.  Once cans are empty, disposal can be approved by the Site Environmental Coordinator at a location designated by the Coordinator.

All unused/new materials shall be taken with the Contractor upon completion of their work, unless otherwise approved by Plant Management.


ELEVATORS

There are two (2) elevators available on the boiler structures at the Decker Station and three (3) at the Holly Station.  Proper elevator usage shall be followed.  The total weight of personnel and material shall not exceed 1200 pounds on any loading.  Under NO circumstances shall the overhead hatch be lifted to accommodate a load.  This is an emergency exit ONLY.

Contractors needing to move materials onto the boiler structure must provide their own lifting device (crane, tugger, etc.).  Elevators are to be used for personnel and tools only.

Personal Protective Equipment

Contractor shall insure that all employees, as a minimum, wear hard hats, safety toe footwear and safety glasses with side shields or goggles.

· Hard hats may be of any style and color except RED and ORANGE.  The Owner reserves these colors for emergencies and visitors.  The hard hats shall comply with ANSI Z89.1, Class A, B, C under OSHA 29 CFR 1910.135.

· Safety toe footwear can be of any manufacture and shall comply with ANSI 41-1991 under OSHA 29 CFR 1910.136.

· Safety glasses (prescription or non-prescription) shall comply with the appropriate ANSI standard for the job being performed.  (Welding, Cutting Grinding, General Use) under OSHA 29 CFR 1910.133.  Flash glasses shall be worn in designated areas.

· Hearing protection shall be provided and used when working in noisy areas or on/near an operating unit (to include gas turbines).  The protection factor of 25 NRR or greater shall be attained, under OSHA 29 CFR 1910.95

· The Contractor shall supply and insure that employees have the correct type and style of gloves for the job they are performing.

· All personnel will wear 100% cotton clothing including long pants appropriate shirts, etc.  No shorts will be allowed.

· Contractors are responsible for employees wearing appropriate personal protective equipment and clothing.

· Safety Harnesses


COMMUNICATION

Lines of communication shall be maintained at all times.  The Contractor shall make all requests through the COA Project Manager, who in turn will contact the appropriate station staff person necessary.


Environmental

The Decker Creek, Holly, and Sand Hill Power Stations have Safety and Environmental persons. If either or both believe, there is a safety or environmental violation, they are authorized to stop the Contractor’s work at any time.  If any plant employee observes contractor employees working in situations of imminent danger, work will be ceased until the Project Manager and the contractor foreman can meet to alleviate the hazardous condition(s).  Such work stoppage shall not relieve the contractor of any contract commitments or be a valid cause for a change order.


Storage and disposal of all wastes generated by the Contractor shall be coordinated with the Station Environmental Coordinator.  NO waste shall be left in unauthorized storage or disposal areas.  Waste collection areas and containers shall be properly and clearly marked to insure proper hazard notification and segregation of hazardous materials and non-hazardous materials.


The Contractor shall participate in station recycling efforts as much as possible.  Storage containers will be made available upon request.  Waste disposal guidelines for both plants will be provided at the site Safety Orientation.


Oil and chemical spills of one (1) gallon or more or any amount that enters floor drain shall cause work to cease and proper cleanup to commence immediately.  The Environmental Coordinator shall be informed immediately. The contractor is responsible for cleaning up all spills resulting from the contractor’s work. The cost if such spill cleanup is also the contractor’s responsibility. 


Fire retardant blankets shall be utilized to capture grinding, cutting, and welding residue so that it can be disposed of in a proper waste container. 


Mail, messages and telephones

Each station has phones and a fax machine in the front office that may be used by small Contractors and short duration jobs.  Contractor mail, messages and faxes received at the administrative office will be placed in the mail tray designated for the Contractor.  If the Contractor requires phone/fax services other than this or will be on site for more than 30 days, they shall provide for their own service.  There is a limited supply of phone/fax lines available on site.  Arrangements for use of these lines should be made through the COA Project Manager. 


All calls for fire, EMS, etc. shall be reported to the Site Staff for coordination.

Contractor Information
Contractors and their Sub-Contractors shall complete and submit the attached “Contractor Data Sheet” to the Safety Office before beginning work.  A revised data sheet shall be provided to the safety officer if and when any of the information changes.

Schedule
The Contractor shall submit a proposed work schedule to the COA Project Manager who will then get approval from the appropriate Station Staff.  Schedules with duration’s longer than two (2) weeks shall be submitted at least two (2) weeks before the Contractor moves on site.  Work schedules of less than two (2) weeks shall be submitted at least one (1) week before moving onto the site.

The schedule shall show expected mobilization and demobilization data and projected dates for all tasks concerned in the project. Updated schedules shall be made and submitted to COA Project Manager as necessary.

CONTRACTOR DATA SHEETS
CONTRACTOR DATA SHEET (PAGE 1 OF 2)
Contractor/Company Name: __________________________________________________________

Contract Name: ____________________________________________________________________

Scope of Work/Work Areas:  (Check All That Apply)


____ Boiler Internal
____ Shipping/Receiving (by COA)


____ Boiler External
____ Insulation Removal (Existing)


____ Main Turbine
____ Gas Turbine Site


____ Mechanical
____ Photovoltaic Site


____ Electrical
____ Plant General


____ Instrumentation
____ Operational Testing/Unit on Line


____ Cutting/Welding
____ NDE/Type _________________


____ Mobile Crane
____ X-ray


____ Plant Cranes
____ Painting


____ Scaffolding
____ Paint Removal (Lead)


____ Insulation
____ Fuel Oil Storage Tanks


____ Piping
____ Asbestos Abatement


____ Water Lab/Demineralizer


____ Other (Describe)

________________________________________________________________________________

________________________________________________________________________________

________________________________________________________________________________

Brief Description of Work:

________________________________________________________________________________

________________________________________________________________________________

________________________________________________________________________________

________________________________________________________________________________

CONTRACTOR DATA SHEET (PAGE 2 OF 2)
Expected Start Date: _____________________________________________________________

Expected Completion Date: _______________________________________________________

Work Hours and Days: ___________________________________________________________

Contractor Superintendent/Manager Information:

A).  Name _____________________________________________________________________

B).  Daytime Phone Number _______________________________________________________

C).  After Hours Phone Number ____________________________________________________

D).  Pager Number ______________________________________________________________

E).  Alternative Contact Names and Phone Numbers:


___________________________________________________________________________


___________________________________________________________________________

F).  Name of Contractor’s Safety Officer and Phone Number:


____________________________________  Phone number (Day) ____________________

Subcontractor Names:

1.  ____________________________________________________________________________

2.  ____________________________________________________________________________

3.  ____________________________________________________________________________

4.  ____________________________________________________________________________


Name of COA Construction Manager: _________________________________


Phone Number: _______________________  Pager Number: ____________________________


Note:  COA Safety Officer to forward copy to the main office/Project Manager.
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